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tubing segments as sthn in Fig. 15. Frangible members 230 are

broken at the appropriate time to establish fluid communication
"'Eetwééh”'the"cdntéiﬂérél”of the ptoééséihg “set 200. Jpéqéﬁ

frangible connectors are described in detail in U.S. Patent No.
4,294,247 which is incorporated by reference_ herein. . - Tubing-— . .-— - -

segments of disposable processing set 200 may further include

indicators 234a and 234b on the tubing to ind;i.vcat:'e propexr

positiohing~oﬁ;%he;d£sposablefprocessing—setfwithinfthé'tray 90

(as will be described more detail  below) énd/or to 1sérve as
indica;brs of where tubing is to be severed and sealed. -In one
" embodiment, indicators 234 may‘be plastic rings disposed around
Qubing segments. - Of course, other tubing indicating'heahs may

be ‘used.:=-

In the Claims:

Please cancel Claims 1-4, &-23, 30 and 32 without prejudice.
Please amend Claims 24-29, 31 and 33-36 as follows:

24. {Amended) A disposable fluid processing set for use in a
photoactivation treatment of a biological fluid comprising:

a first container for holding a bioclogical £1luid and a

photochemical agent during photoactivation treatment, wherein

Received from < 3122368176 > at 10/8/02 1:33:00 PM [Eastern Daytight Time)



	2002-10-08 Specification

